
Nippon's PROCESS SCANNERS

More than 4600 successful installations.

E.R.T.L. approved.
Widely accepted in Petrochemicals, Chemicals, Pharmaceuticals, Food 
Industries, Furnaces, Winding Temp, Power Plants, HVAC, Defence...

NO. OF CHANNELS

4, 6, 8, 10, 12, 16
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-50.0 to 350.0 Co

-100 to 600 Co

-80 to 1200 Co

0 to 1750 Co

Programmable

Pl. Specify

Pl. Specify

Iron - Constantan (J)

Chromel/Alumel (K)

Pt/Rh (R or S)

4 to 20mA or mVs

T,B,E,N T/C’s

PT-46, PT-1000, Cu-10

RANGE ACCURACY

LINEARISATION
PARAMETER SETTING
SCAN TIME
DISPLAY

SENSOR OPEN
SKIP
FINE-CALIBRATION
ALARMS

COMPUTER INTERFACE
DESIGN
NOISE IMMUNITY
SUPPLY VOLTAGE
AMBIENT CONDITIONS
BOX

: Software Linearised backed by instrumentation OP AMPS.
: By Soft-touch,  Elegant, Sturdy & User friendly membrane keys.
: Programmable 1-99 Seconds,  with HOLD facility .
: 4- digits for temperature & 2 - digits for Channel number .
  Bright seven segment display & L.E.D .’s.
: Indicates OPEN.
: Channel SKIP facility available .
: From front keys in AUTO CALIBRATION mode.
: Common or Individual HIGH / LOW limits maximum 2 relays.  For extra relays or groups
  contact factor y.
: RS232, RS485,  available.
: Modular, Sturdy & Wireless design.
: EMI / RFI interference is suppressed by MOV’ s & R-L-C filters.
: 90-260 VAC, 50 Hz.

o
: Temp 55 C & Relative Humidity 99%.
: Three designs :  96 H x 96 W, 96 H x 192 W,  192 H x 96 W, DIN size, ABS Moulded Plastic Case .
  Contact Factor y for Wall Mounting Scanners

MODBUS

SPECIFICATIONS

Nippon Technologies
Mf gs. & Desig ners : In st r u m en t s, SCADA &  Au t o m at io n  Sy st em s, Sen so r s

106, Shivsagar Indl. Estate, Opp. Kotkar Indl. Estate, 
Kotkar Road, Goregaon (E), Mumbai - 400 063. India.

E-mail : nippontech@vsnl.com
 Website : www.nipponinstruments.com

NABCB
QM007

TEL : 2876 5709 
2872 7294

FAX : 5574 1527



Nippon RELAY UNIT

Relays  : 8/16 relay modules

Relay : Rated 230 V / 6 Amp

Communication : Through D type connector

Supply : 230 VAC ± 10% / 50 Hz

Box : Rail Mounting P owder coated 

Nippon FOR HAZARDOUS ATMOSPHERE

Scanner (8/12/16 Channels) is 
available in Flameproof /  
We a t h e r p r o o f  h o u s i n g ,  
certified by CMRS, DHANBAD 
suitable for gas groups I , II A & 
II B. Enclosure has clear glass 
f o r  b e t t e r  r e a d a b i l i t y.  
H a r d w ar e  s p ec i f i c a t i o n  
remains same of standard 
scanner.

Enclosure Certification : Enclosure is certified by C.M.R.S., Dhanbad.

Gas Group : IIA & IIB as per IS 2148/1981.

Degree Protection : IP 55 as per IS 2147/1962.

Material of Construction : Die cast AL - alloy LM6.

Cable Entries : Maximum 19 Nos., 3/4" ET Standard.

Display Window : Made from toughened type 'A' clear glass as per IS 2206.

Mounting : Wall/Structure, 4 holes.

Dimension : 250(H) X 250(W) X 90(H) for 8 channels, 350(H) x 350(W) for 16 ch., dimensions in mm.

Weight : 8 kg. / 12 kg. approx.

Finish : Light grey epoxy shad No. 631 as per IS-5.

Earthing  : 1 terminal outside

32/64/80 Channels Scan ner
Contact factor y for 96 / 112 & more Ch annels

Wall / Dinrail Mounting
Aluminium Powder Coated

SALES OFFICESnippon’s 
Surat :   Road No. 6, Udhna.
             Surat , Gujarat.
             Tel :  (0261) 2278422 / 6544180
             Fax :  (0261) 2279423
             E-mail :  darsh20@satyam.net.in
Pune :  (9520)24376245

Bardoli :  09824111394
Kolkata :  09831057357 / 9831152530
Hyderabad : ( 040)27173714 / 24
Goa :  (0832)2312710 / 6702 / 7399
Allahabad :  (0532)2613746 
Bangalore :  09341875222

Durg :  (0788)2211212 / 3105117 / 9827111400
Delhi :  (011)26903568 / 26340095 / 96 / 97
Gwalior :  (0751)2231951  Fax : 0751-2344889
Chennai :  9382744155  Telefax.: 044-22292383 
Jamshedpur :  (0657)2420672 Fax : 0657-2433977
Visakhapatnam :  (0891)2702415 / 9441944947
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